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PERGOLA

SUNBREAKER

Colour RAL

Electric drive yes
Maximum projection 7m
Maximum width 5m | max3.2m | | |

Water drainage system yes

max 7.0 m max 5.0 m max 7.0 m

Standard construction colours:
@ rsv71319 @ RAL7016 mat

(") RAL9016 mat

Blade cross-section

60
41,5

3
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266,5

: f Post cross-section

Beam
cross-section

150 mm

290 mm

150 mm
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150 mm ‘
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Properties:

Extruded aluminium construction with steel elements

Water drainage system integrated with the construction

Sun and waterproof system

Construction and roofing painted in any RAL colour (optional)

Roofing made from rotating slats

Maximum dimensions of single module: 5.0 m width and 7.0 m projection
Minimum dimensions of single module: 1.4 m width and 2.0 m projection
Possibility of modular connection

Possibility of wall-mounted and free-standing version

Possibility of using sliding wall system "SLIDE" up to 2.8m high
Construction in accordance with EN 1090 and EN 13659

Optional LED lighting on perimeter of pergola or light points in blades
Possibility of using weather automation
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PERGOLA

SUNBREAKER

Colour RAL
Electric drive yes

Maximum projection 7m

Maximum width 5m é
Beam height 290 mm + 150 mm blades opening g
Water drainage system yeso(“;"tift]';&‘;

max.7 m

Standard construction colours:

@ rsv7319 @ RAL7016 mat

)

() RAL9016 mat
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Blade cross-section

VIORY

60

41,5

266,5

Beam
cross-section

290 mm




Properties:

.

The structure made of extruded aluminum profiles and steel elements

The structure is equipped with a water drainage system (gutters without outflows)

Sun protection and rain protection system

Maximum dimensions: 5.0 m wide, projection 7.0 m

Minimum dimensions: 1.4 m wide, projection 2.0 m

Drain points selected individually

Optional LED lighting around the pergola or light points in the blades
Possibility of using weather automation

6th class of wind resistance

Through-anchoring of beams




PERGOLA

SUNBREAKER

Colour RAL
Electric drive yes
Maximum projection 7m
Maximum width 4m
Water drainage system yes
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max 7.0 m max 4.0 m max 7.0 m

Standard construction colours:

() RAL9016mat @ FsmM71319 @) RAL 7016 mat

Blade cross-section
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Beam cross-section Post cross-section
R

150 mm

212 mm

h— S

h_—
85 mm




AN

o e W W wm wm . wm

Properties:

Extruded aluminium construction with steel elements
Water drainage system integrated with the construction

Sun and waterproof system

Possibility of using weather automation

Construction and roofing painted in any RAL colour (optional)

Roofing made from rotating slats

Maximum dimensions of single module: 4.0 m width and 7.0 m projection
Minimum dimensions of single module: 1.4 m width and 1.4 m projection

Free-standing and wall-mounted version

Construction in accordance with PN-EN 1090 and PN-EN 13659

Additional chamber in the beam allows to use an invisible overflow system between the gutters
(option with 4 gutters)

Optional LED lighting on perimeter of pergola or light points in blades




PERGOLA

SUNBREAKER

Colour RAL
Electric drive yes
Maximum projection 7m
Maximum width 4m
Water drainage system yes
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max 7.0 m max 4.0 m max 7.0 m

Standard construction colours:

() RAL9016mat @ FsM71319 @) RAL 7016 mat

Blade cross-section
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Properties:

Blades drive unit hidden in the beam

Extruded aluminium construction with steel elements

Water drainage system integrated with the construction

Sun and waterproof system

Possibility of using weather automation

Construction and roofing painted in any RAL colour (optional)

Roofing made from rotating slats

Maximum dimensions of single module: 4.0 m width and 7.0 m projection

Minimum dimensions of single module: 2.0 m width and 2.4 m projection

Free-standing and wall-mounted version

Construction in accordance with PN-EN 1090 and PN-EN 13659

Additional chamber in the beam allows to use an invisible overflow system between the gutters
(option with 4 gutters)

Optional LED lighting on perimeter of pergola or light points in blades

The upper chamber with a revision allows convenient distribution of electric installation
Wall fixing concealed in the beam



PERGOLA

SUNBREAKER

o Available
Electric drive es
y construction/blades colours:
Available projection 3.40m | 3.85m | 4.30m | 4.75m -
s

Fixed width 3.50m \_) RAL9016 mat

Height in the recess 2.50m ‘ RAL 7016 mat

Water drainage system yes

Blade profile
LT} L Ln
N
195
180
Beam profile Post profile o .
n[ r j
g R 88
L f i
63 ‘ 130




Properties:

System available in fixed dimensions acc. to the table

Only free-standing version available

Blade rotation angle 120°

Possibility to choose blades and construction in two available colours

It is not possible to paint in other colours

Blade drive unit hidden in the beam

The upper chamber with a revision allows convenient distribution of electric installation
The set includes a 24V pergola motor and a remote control

System can be controlled via the app

Flat blades




PERGOLA

SUNBREAKER

Colour RAL
Electric drive yes
Maximum projection 7m
Maximum width 4m %
Beam height 290 mm + 150 mm blades opening £
Water drainage system yeso(l‘:"tift]';:,‘g

max.7 m

Standard construction colours:

)

() RAL9016 mat

\_/

@ rsv7319 @ RAL7016 mat

Blade cross-section

LTI

216 mm

40 mm

Beam cross-section

v

212 mm
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Properties:

The structure made of extruded aluminum profiles and steel elements

The structure is equipped with a water drainage system (gutters without outflows)
Sun protection and rain protection system

Maximum dimensions: 4 m wide, projection 7 m

Drain points selected individually

Optional LED lighting around the pergola or light points in the blades

Possibility of using weather automation

6th class of wind resistance

Wall brackets included




SLIDE

Colour RAL
Max width of single module 1.38 m
Max height of single module 2.80m
External use yes
fixed blades

Cover Serge 1% fabric
Serge 600 fabric

Standard construction colours:

(") RAL9016 mat

@ rsv71319 @ RAL7016 mat

max 2.8 m

max 6.7 m (max 5 modules)

40 mm

il
g

Upper frame
cross-section

73

Al }
49

Bottom and side frame
cross-section

149

L L

Upper guide rail cross-section

34

Bottom guide rail cross-section
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Blade cross-section
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Properties:

Extruded aluminium construction

Construction painted in any RAL colour (optional)

Trolley based sliding system

System equipped with a 3-track guide rail

Wind resistance class 6

Fixed blade angle

Mixed colours available (blades + frame)

SLIDE system tested in IFT Rosenheim

SLIDE system is dedicated to Pergola SB500 (maximum height of 2.8 m)




PERGOLA

SUNBREAKER

Colour RAL
Electric drive yes
Maximum projection 7.03m 3
Maximum width 4.00 m %
Water drainage system yes

max 7.03 m

Standard construction colours:

() RAL9016mat @ FsmM71319 @) RAL 7016 mat

Blade cross-section

LTI

216 mm

40 mm

Guide rail
cross-section

76 mm

40 mm




Properties:

Extruded aluminium construction

Construction and roofing painted in any RAL colour (optional)

Supporting subconstruction required

Maximum projection 7.03 m

The highest wind resistance class according to EN 13659

Motor must be mounted to the supporting structure (partially outside the product outline)
Gutters and sealing blades - optional

Rain water pipes not included

21


















































































































































































































































































































































































































































